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1 Safety 
On-Site 

On-Site Safety Follow all on-site safety requirements, including wearing personal 
protective equipment (PPE) at all times.   

Material Safety Data Sheets 

Location Material Safety Data Sheets (MSDSs) for the GE RTV 157 are available 
from GE.  

They are also available on the web at GE silicones: 

<http://www.gesilicones.com/gesilicones/am1/en/home.jsp> 

Handling Adhesives 

Warning 
. 

WARNING! 
All solvents must be used in a well-ventilated area. 

. 

RTV 157 GE Room Temperature Vulcanizing (RTV) 157 is an adhesive sealant that 
is used to secure and position the antenna.  

Curing The adhesive cures when it reacts with the atmosphere. High temperatures 
and humidity accelerate the curing process.  

Curing 
Temperature 

The RTV can be applied in temperatures as low  
as –20° C (-4° F). Lower temperatures and humidity slows the curing 
process. 



 

 

 

Precautions Proper safety precautions must be followed. Because RTV 157 is a 
solvent, read the MSDS sheet and wear proper PPE attire. 

Handling Batteries 

Warning 
. 

WARNING! 
Applying a voltage source directly to a battery could result in 
damaged equipment. 

. 

Chargers and 
Starters 

Never use an AC battery charger or engine starter to power a GE 
VeriWise® aux pin or pin #7 on the 7-way. This can cause permanent 
damage to the transceiver. 

MSDS on 
Handling 
Batteries 

GE Employees can find the MSDS for the Cyclon Sealed Lead Acid 
Battery at: 

<http://www.enerysreservepower.com/pdfs/CGSX05072004.pdf>  

Storage GE VeriWise® equipment not installed within a 4-week period must be 
stored in a cool, dry place. The storage temperature must be between -40F 
and +75F.  Failure to properly store batteries voids the warranty. 

Checking 
Stored Batteries 
Prior to 
Installation 

After long storage periods, check the voltage prior to installation. If the 
voltage is 8.1-volt or less, after installation charge the battery for six (6) 
hours. 

Battery 
Manufacturer’s 
Website 

GE employees can find more information about the battery on the 
manufacturer’s website: 

<http://www.energysreservepower.com/pdfs/CGSX05072004.pdf> 

 


